NAME OF WORK: PROVIDING WBM ROAD FACILITIES TO THE RAJAGANAPATHY NAGAR AR KAKAYANTHOPPE IN A.C

<table>
<thead>
<tr>
<th>DESCRIPTION</th>
<th>QUANTITY</th>
<th>RATE IN FIGURES</th>
<th>RATE IN WORDS</th>
<th>UNIT</th>
<th>AMOUNT</th>
</tr>
</thead>
<tbody>
<tr>
<td>ITEM NO. 1.1</td>
<td>276.00 cum</td>
<td>1cum (one cubic metre)</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

1. EARTH WORK

ITEM NO. 1.1
CODE NO. 2.27B
Supplying and filling with red earth (excluding rock) including cost and conveyance to the work site and stacking to the departmental gauge, spreading in layers not exceeding 20cm in depth, watering and consolidation using 0.50 tone roller or wooden or steel rammers etc., complete for making play fields, running tracks and court yards.

ITEM NO. 1.2
CODE NO. 2.4
For rolling with power roller of minimum 8 tonnes for banking excavated earth in layers not exceeding 20cm in depth.

2. INTERNAL ROADS

ITEM NO. 2.1
CODE NO. 4.91B
Providing, laying, spreading and compacting stone aggregates of specific sizes of water bound macadam specification including spreading in uniform thickness, hand packing, rolling with smooth three wheeled steel roller 8-10 tonnes in stages to proper grade and camber, applying and brooming requisite crushable type such as moorum / gravel for screening and gravel for binding to fill up the interstices of coarse aggregate, watering and compacting to the required density - by manual means.
- Water Bound Macadam Gr-I with Gravel screening (As per MoRTH specification, 4th Revision) 113.00 cum

1cum
(one cubic metre)